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SKAGWAY AIRPORT – 2004 
 
 
 
Contents: 
 
• A Pavement Strength Form showing project history, latest Pavement Condition Index (PCI) data, 

pavement strength ratings (if available) and other useful information 
• A Pavement Condition Survey – PCI Sample Unit Layout Plan 
• PCI maps showing as-measured and predicted pavement conditions 
• Age map showing pavement age as of January 2004 
• A Branch PCI Condition Report 
• A Section PCI Condition Report 
 
Airport Information: 
 
• Location:  Northeast part of Southeastern (Panhandle) Alaska, west of the town of Skagway.   

The runway was relocated and constructed west of the former runway and the entire  
airport reconstructed and completed in 2000. 

• District:     Southeast 
• Airport Manager:    Keith Knorr 
• District Maintenance Manager:   Gary Franzen 
• Pavement Surface:    Asphalt Concrete 
• Last Pavement Construction:   2000 
• Pavement layout:     Runway 2-20, 8 taxiways and 3 aprons 
• Design Aircraft:    General Aviation 
• 2003 Enplanements:    9,396 – up 49% from 2002 
• Airport Class:    Non-Primary 
• Last pavement condition survey:  2002 
• Next planned pavement condition survey: 2005 
• 2004 reported pavement maintenance and/or changed conditions: Bird baths on the South and North 

Aprons; patching done on the approach of Runway 2 for removal of swells caused by mushrooms 
growing through the pavement..  Airport lighting is extremely expensive to maintain with simple 110v, 
45w light bulbs costing $24/ea.  Raised curbs in the terminal parking lot make snow removal difficult. 

• Recommendations: See PCI maps.  Seal cracks that are greater than ¼” wide and patch with cold mix 
as required to maintain serviceability.  Convert light bases to standard light bulb fixtures as they go 
out. 

 
 
 
 
 



Pavement Database:    NetworkID: Skagway

Branch Condition Report
Date: 2 /25/2003 Page 1 of 2

(SqFt)
True Area
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Number of 
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Standard
Deviation

Weighted 
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Sum Section
 Length
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Width

(Ft)

100 (TAXIWAY A) 2 165,305.00 TAXIWAY 92.00 2.00 93.394,723.00 35.00

150 (TAXIWAY A-1) 1 22,400.00 TAXIWAY 97.00 0.00 97.00640.00 35.00

200 (TAXIWAY B) 1 4,365.00 TAXIWAY 77.00 0.00 77.00110.00 35.00

210 (TAXIWAY B-1) 1 8,730.00 TAXIWAY 97.00 0.00 97.00220.00 35.00

300 (TAXIWAY C) 1 4,880.00 TAXIWAY 92.00 0.00 92.00110.00 35.00

400 (TAXIWAY D) 1 4,879.00 TAXIWAY 93.00 0.00 93.00110.00 35.00

4100 (South Apron) 1 361,350.01 APRON 97.00 0.00 97.00657.00 550.00

4200 (NORTH APRON) 1 121,265.00 APRON 93.00 0.00 93.00805.00 150.00

4300 (FAR NORTH APRON) 1 17,817.00 APRON 92.00 0.00 92.00360.00 48.00

500 (TAXIWAY E) 1 4,625.00 TAXIWAY 60.00 0.00 60.00110.00 35.00

600 (FUEL TAXIWAY) 1 15,000.00 TAXIWAY 95.00 0.00 95.00100.00 145.00

6100 (Runway 2-20) 1 281,250.01 RUNWAY 94.00 0.00 94.003,750.00 75.00
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Pavement Database:        NetworkID: Skagway

Section Condition Report
Date: 2 /25/2003 Page 1 of 2

Age
At

Inspection

Last
Inspection

Date(SqFt)
True AreaLanesRankUseSurfaceLast

Const.
Date

Section IDBranch ID PCI

08/01/2000100-01100 (TAXIWAY A) 06/17/2002 94.00AC TAXIWAY P 0 140,000.00 2

08/01/2000100-02100 (TAXIWAY A) 06/17/2002 90.00AC TAXIWAY P 0 25,305.00 2

08/01/2000150-01150 (TAXIWAY A-1) 06/17/2002 97.00AC TAXIWAY P 0 22,400.00 2

08/01/2000200-01200 (TAXIWAY B) 06/17/2002 77.00AC TAXIWAY P 0 4,365.00 2

08/01/2000210-01210 (TAXIWAY B-1) 06/17/2002 97.00AC TAXIWAY P 0 8,730.00 2

08/01/2000300-01300 (TAXIWAY C) 06/17/2002 92.00AC TAXIWAY P 0 4,880.00 2

08/01/2000400-01400 (TAXIWAY D) 06/17/2002 93.00AC TAXIWAY P 0 4,879.00 2

08/01/20014100-014100 (South Apron) 06/17/2002 97.00AC APRON P 0 361,350.01 1

08/01/20014200-014200 (NORTH APRON) 06/17/2002 93.00AC APRON P 0 121,265.00 1

08/01/20014300-014300 (FAR NORTH APRON) 06/17/2002 92.00AC APRON P 0 17,817.00 1

08/01/2000500-01500 (TAXIWAY E) 06/17/2002 60.00AC TAXIWAY P 0 4,625.00 2

08/01/2000600-01600 (FUEL TAXIWAY) 06/17/2002 95.00AC TAXIWAY P 0 15,000.00 2

08/01/20006100-016100 (Runway 2-20) 06/17/2002 94.00AC RUNWAY P 0 281,250.01 2
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STATE   Alaska CITY  Skagway AIRPORT   Skagway  This is a variation of FAA Form 5320-1-1

  CONSTRUCTION DATES Existing SOIL Subbase Base Surface Pavement

IDENT. NAME ORIG. OVERLAY
CONSTRUCTION 
AGENCY

SOURCE OF 
INFORMATION

Pavement 
Conditions (PCI)*

CLASS Course Course Course Overlay Strength

RUNWAYS  
6100-01 Runway 2-20 2000 AK-DOT&PF Proj. # 71835 94 6" Subbase 6" CABC 2" AC S12.5

TAXIWAYS
100-01 T/W A 2000 AK-DOT&PF Proj. # 71835 94 6" Subbase 6" CABC 2" AC S12.5
100-02 T/W A 2000 AK-DOT&PF Proj. # 71835 90 6" Subbase 6" CABC 2" AC S12.5
101-01 T/W A1 2000 AK-DOT&PF Proj. # 71835 97 6" Subbase 6" CABC 2" AC S12.5
200-01 T/W B 2000 AK-DOT&PF Proj. # 71835 77 6" Subbase 6" CABC 2" AC S12.5
201-01 T/W B1 2000 AK-DOT&PF Proj. # 71835 97 6" Subbase 6" CABC 2" AC S12.5
300-01 T/W C 2000 AK-DOT&PF Proj. # 71835 92 6" Subbase 6" CABC 2" AC S12.5
400-01 T/W D 2000 AK-DOT&PF Proj. # 71835 93 6" Subbase 6" CABC 2" AC S12.5
500-01 T/W E 2000 AK-DOT&PF Proj. # 71835 60 6" Subbase 6" CABC 2" AC S12.5
600-01 Fuel T/W 2000 AK-DOT&PF Proj. # 71835 95 6" Subbase 6" CABC 2" AC S12.5

APRONS
4100-01 South Apron 2001 AK-DOT&PF Proj. # 71835 97 6" Subbase 6" CABC 2" AC S12.5
4200-01 North Apron 2001 AK-DOT&PF SE Region 93 6" CABC BST 2" AC (2001) S12.5

4300-01 Far North 
Apron

2001 AK-DOT&PF Proj. # 71835 92 6" Subbase 6" CABC 2" AC S12.5

REMARKS:
Runway Relocated and rest reconstructed in 2000-2001

Date of Site Inspection: 6/17/2002 Evaluated By: S. Gartin 1/14/2003 PAGE 1 of 1

PAVEMENT STRENGTH SURVEY
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Pavement Condition Index - PCI
Measured Values for the Year 2002

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Airport Code:  SGY
Site No.: 50704.*A
[  ] Branch - Section Identifier

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60
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Pavement Condition Index - PCI
Predicted Values for the Year 2003

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60
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Pavement Condition Index - PCI
Predicted Values for the Year 2004

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60
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Pavement Condition Index - PCI
Predicted Values for the Year 2005

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60
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Pavement Condition Index - PCI
Predicted Values for the Year 2006

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60
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Pavement Condition Index - PCI
Predicted Values for the Year 2007

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60
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Pavement Condition Index - PCI
Predicted Values for the Year 2008

PCI Values     General Pavement Recommendations

85 - 100    Do Nothing or Preventative Maintenance

60 - 69      Corrective Maintenance

55 - 59      Rehabilitate

40 - 54      Rehabilitate

25 - 39      Reconstruct

10 - 24      Reconstruct

0 - 9          Reconstruct

70 - 84      Preventative Maintenance

Minimum PCI for Runways = 70
Minimum PCI for Taxiways and Aprons = 60

³


	Cover
	Introduction
	Branch Report
	Page 1
	Page 2

	Section Report
	Page 1
	Page 2

	Strength Report
	2002 Sample Unit Layout
	2004 Age
	2002 PCI
	2003 Predicted PCI
	2004 Predicted PCI
	2005 Predicted PCI
	2006 Predicted PCI
	2007 PCI Prediction
	2008 PCI Prediction



